
POWER TRAX HD (FL) - Technische Daten

Description

Der POWER TRAX HD ist ein hochwertiger Diagonalreifen,

der speziell für Gabelstaplergeräte in industriellen

Anwendungen entwickelt wurde. Die tiefe Lauffläche, die

extra dicke Seitenwand und die zähe Karkasse bieten eine

außergewöhnliche Beständigkeit und minimieren das

Risiko von Reifenpannen und Unfallschäden. Der Reifen

weist eine ausgezeichnete Schnitt-, Span- und

Reißfestigkeit auf, die für raue und harte

Betonoberflächen geeignet ist. Der speziell konstruierte

Felgenschutz gewährleistet Schutz gegen Flachstellen und

Radschäden im Felgenhornbereich.

UM

US Standard

Construction

BIAS

Machinery

Industrie: Gabelstapler

Version STANDARD

Type TT

Tyre Size 10.00L - 15

(36 X 11 - 15)

Dimensions US Standard

Usa code 94007646

Ply Rating 16

Section Width (inch) 11.2

Overall Diameter (inch) 36.1

Rim Rec 7.50 BD

Rim Alt 7.5

Load capacity (lbs)

mph / psi 131

15 LOAD WHEEL 12180

15 STEER WHEEL 9370

5 OTHER VEHICLES 12180

15 OTHER VEHICLES 9370

STATIC SIDE LOADER 14155

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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