
PAC MASTER - Data Sheet

Description

PAC MASTER is a bias tire for compactors. It shows high

stability and ensures an extended tire life-cycle. It is made

of a special compound that provides particular heat

resistance.

UM

US Standard

Construction

BIAS

Machinery

Industrial: Compactor

SIZE Version USACode PR RIM REC RIM ALT SW OD SLR RC Type ECE

190/60 - 15 STANDARD 94058228 6 6.0 7.3 24 11.5 73 TL E11-106R-005272

205/60 - 15 STANDARD 94038961 6 6.0 J 7.0 J 7.9 25.2 0 0 TL

7.50 - 15 STANDARD 94002542 6 6.0 6.5 8.9 31.1 0 0 TT E11-106R-005269

7.50 - 15 STANDARD 94002566 12 6.0 6.5 8.9 31.1 0 0 TT E11-106R-003393

7.50 - 15 STANDARD 94002580 14 6.0 6.5 8.9 31.1 0 0 TT E11-106R-005322

8.5/90 - 15 K STANDARD 94002603 6 6.0 5.50 F 9.1 30.9 0 0 TL E11-106R-003530

9.5/65 - 15 STANDARD 94038275 6 7.0 9.3 26.6 0 0 TL E11-106R-005303

9.5/65 - 15 STANDARD 94036141 6 7.0 9.3 26.6 0 0 TT E11-106R-005303

10.5/80 - 16 STANDARD 94002467 6 8.0 10.8 31.9 15 97.6 TL E11-106R-005274

10.5/80 - 16 STANDARD 94053278 14 8.0 10.8 31.9 15 97.6 TL E11-106R-004647

7.50 - 16 STANDARD 94035342 14 6.0 6.5 8.9 32.1 0 0 TT E11-106R-004648

11.00 - 20 SPECIAL 94067152 16 8.0 8.5 11.5 42.1 19.4 130.3 TT E11-106R-003407

11.00 - 20 SPECIAL 94067169 18 8.0 8.5 11.5 42.1 19.4 130.3 TT E11-106R-006177

14/70 - 20 STANDARD 94040254 12 11 TG 15 38.4 0 0 TT

9.00 - 20 STANDARD 94002641 14 7.0 7.5 10.8 40 18.5 122.3 TT E11-106R-005359

9.00 - 20 STANDARD 94002665 16 7.0 7.5 10.8 40 18.5 122.3 TT E11-106R-005360

9.00 - 20 STANDARD 94002627 12 7.0 7.5 10.8 40 18.5 122.3 TT E11-106R-005358

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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